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Soil Boring Log: 0710-05
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Date :09-22-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 710 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 696406.671 E 755502.96 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth .8 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
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7 Sandy silty clay (CL), dark brown, firm, no
] odor CL 0710-05-SO-2
1 Sandy silty clay (CL), tan, firm, no odor CL
1 Clayey sand (SC), tan to buff, dense, up to 44
1 40% clay, common gravel and coral, no odor
2]
N SC
3
43 Sandy silty clay (CL), tan, firm, no odortan, no
1 odor CL
-1 Sand (SW), fine to very coarse grained, grey,
1 dense, ~5-10% silt clay, ~10-15%
{ gravel/coral, coral at least 15-20cm (plugged
5 bit on 3 attempts at 5, 5.5, 5ft)
3 0710-05-S0-6
6 9.8
] SW
7 _: water level at 7.03 ft
] 0/4 off set and reattempt
B 1/4
] 0/4 off set and reattempt
] 1.5/4 (lost bottom)
8] 1.5/4 coral plugging core barrel each
Total Depth 8 ft attempt
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